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iQue - AA^TS (m»rv.sion) 

Portable / Wireless Connection to a Unix Server 

(Fig.4) 




Kiosk Interface Menu Style for easy file access. 

Figure 4 - Another unique feature that sets the iQue-A/VTS apart is the portable connection a 
doctor can have to the server. This configuration includes a Laptop, Mm Pilot, and PC Tablet. 
The wireless connection is not limited to just the portable architecture. It can also be used with 
any other computer system configured with either 802.11b or 802. 11 g wifeless cards. Choosing 
either icon on the main menu. Vision Testing or Patient Records, the doctor would be able to call 
up any number of visual aids, reference material or patient records to help in the examination pro- 
cess. The screen on the laptop show what a doctor would see with trying to locate a patients file 
using the alphabetical listings. This system also lends itself to be used with a Keyboanl/Mouse, 
Palm Pilot, Mouse Pointer with a hard wired or wireless connection to a Hi-Rez display screen 
in the same exam room. 



iQue - AA^TS (»»V.sion) 

Multiple Operating Systems on a Unix Server 

(Fig.3) 




Kiosk Interface Menu Style for easy file access. 



Figure 3 - One of the main features of the iQue-A/VTS are the total number of computers that 
can be linked to the same Unix Server system. This system give access to 250 workstations while 
hosting 125 database files. This expendability with multiple operating systems clearly sets it 
apart from other Medical Database system. Choosing either icon on the main menu. Vision Test- 
ing or Patient Records, the doctor would be able to call up any number of visual aids, reference 
material or patient records to help in the examination process. This system also lends itself to be 
used with a Keyboard/Mouse, Palm Pilot, Mouse Pointer or portable laptop with a hard wired or 
wireless connection to a Hi-Rez display screen in the same exam room. 



Hlue - AA^TS (idwrwon) 

Stand Alone Configuration 
(Fig.l) 
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Kiosk iitterfaoe Menu Style for easy file access. 



Figure 1 - Using the iQucTA/VTS a "Stand-Alone" Product a Doctor using a Um% based cqib- 
puter would access the fites using the kiosk system. Choosing either icon. Vision Testing or 
Patient Records, the doctor woidd be able to caU up any number of visuai aids, reference material 
or patient records to help in the examination process. This system also lends itself to be used with 
a Keyboard/Mouse, Palm Pilot, Mouse Pointer, portable laptop or tablet pc with a hard wired or 
wireless connection to a Hi-Rez display screen in the same exmn room. 



M|ue-A/VTS<M»rvision) 

Multiple Operating Systems on a Unix Server 

(Fig.2) 




iQue MD configured on a Unix Server 
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Kiosk Interface Menu Style for easy file access. 



Figure 2 - Using the iQue-A/VTS does not lock the user into one computer system. Using a Unix 
based server the same files can be access with either Windows, Macintosh or RedHat Linux. The 
end user now has a choice of personal taste or customization. This means that any of these com- 
puter systems, Macintosh, Windows or RedHat Linux with the right specification, can now access 
the same files at the same time aii on the same network. Choosing either icon on the main menu. 
Visual Records or Patient Records, the doctor would be able to call up any number of visual aids, 
reference material or patient records to help in the examination process. This system also lends 
itself to be used with a Keyboard/Mouse, Palm Pilot, Mouse Pointer or portable laptop with a hard 
wired connection or a wireless connection to a Hi^Rez display screen in the same exam room. 



iQue - AA^TS (iQ»V.sio„) 

Internet Based Home Therapy System 

(Fig.5) 




Figure 5 - Another unique feature that sets the iQue-A/VTS apart is the new internet Home Ther- 
apy System. Using this configuration and any one of the standard web based browser technolo- 
gies, a doctor if needed could have a patient log on and perform a list of daily, weekly, or monthly 
therapy sessions via the instructions that were posted. Having done the prescribe therapy sessions 
the doctor could monitor the results with a report that could be access to show what the patient 
had accomplished by logging on. It could be something as simple as eye movement exercises 
with a verity of tests. After each test the system would automatically log what tests had been 
done, how long it took and when. It could also be something in the way of instructions on muscle 
moment therapy or anything the doctor felt the patient required for a better recovery. 



IQue - AA^TS (w»visio„) 

Unix Server Benefits and Connections 

(Fig.6) 

Services offered on the Server: 

• Server Maintenance (Contract Basis) 

• Up Grades to system software 

• Ordering and Downloading Test 

• Information on new tests 

• Electronic Patient Records 

• Patient Photos and progress images 

• Data Base Storage & Backup 

• Home Therapy access 

• Patient Education on products 

• Doctors Reference Materials 

• HIPAA Compliant 
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iOUe - AA^TS (HtteTvision) 
Functionality & Menu Control 
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Customized Screens for Doctors preference / sannples include but are noi limited to these designs* 
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Kiosk Mode Style Menus j Kiosk tat^ace Meau Styte for easy file access. 

Simple l ouch the Screen or use a moiise I 

to select the desired results. Using the kiosk menu system gives the Doctor complete 

control over the entire exam procedure. 
The applications can be customized l or areas ol' interest that include, but are not limited to: All of the tests would be either animated or 
slide form in such a way as to provide a more educational, entertaining and.comprehensivetest than could, ever be achieved with any 
other medium. New testing applications can be customized for areas of interest that indude, but are not Hnuted to: pediatric vision test- 
ing, general vision testing (adult and child), low vision testing (adult and child), sports vision testing (adult and child), acuity screening 
(adult and child) and home therapy (adult and child). Specialized testing will indude: stereo testing / cdor testing / hue testing - D 1 5 / 
neutral density testing / variable & non variable VetroGrams / depth percq)tion with 3D stereo testing / visual game testing via computer 
and HTML/XML and any other visual te st in g system that can be animated in design and implemented onto the iQueVision: Animated 
- Vision Testing System. With the tQueVision: Animated - Vision Testing System, any doctor that purchases this ^«tem can administer a 
number of technically accurate and animated vision tests at the push of a remote contrd touch screen (kioskX Keyboaid/mousc or PDA 
button. 



Measurement Formula for 20/20 Vision 

(Figure A) 



tan e = h/d 

tan 5' = h/6m; h= 8.73mm 




Digital Acuity Vision Testing Formula (DAVTF) 



The digial 




tane = 

tan 5' = h/6m::iP 
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